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��
� 9 � ISA/PCI ��

� �� !"!#$%&'(!#

�  �� !"#"$
� 14.1" TFT LCD �� !1024x768 �� 
� �� !

� �� ! PC I/O ��

� �� CE, CCC, FCC, BSMI ��

� �� !

��  PWS-1419T/TP
� �� !"#$% LCD
� �� !

��

PWS-1419T/TP �� !"#$%&

PWS-1419 �� !"#$%&'()*+, �� !"#$%&'()*+,-./*012345 PWS-1419 ��� !�� !"#$%&'�
�� ! /�� ! �� !"#$%& PC I/O �� �� 14.1" TFT LCD �� !�� !" 1024 x 768�

�� !"#$%&�� !"#$%&'()*+,�� !"#$%&' ()*%+,-./01234567 �� !"#$%&'()*+
� MIL-STD-810E �� !"�#$%&

PWS-1409T/TP �� !"#

PWS-1409T/TP � PWS-1419 �� !"#$%&'()*+,-�� !"#$%&'()*+,- �� !"#$%&'() ABS �� !"#$
�� !"#$%&'�� /�� !"�� !"#$�� !"#$%&�� !"#$%&'()*+,-./&01

��
� �� PWS-1419 - �� !

PWS-1409 - �� !"ABS �� !
� �� ! TP version-1 CPU, 4 ISA, 4 PCI�T version-1

CPU, 8 ISA
� �� �� !"#$�� 
� �� AC 110/220 V �� !
� �� ! �� !"�� !"#$��%& CD-ROM ��
� �� ! -8 ~ 60º C
� �� ! -20 ~ 60º C
� �� PWS-1419 Meth 5 ~ 95 % RH��� 

PWS-1409 10 ~ 90 % RH��� 
� �� (W x H x D) PWS-1419�421 x 282 x 230 mm (16.6" x 11.1" x 9.1")

PWS-1409�400 x 320 x 200 mm (15.7" x 13.2" x10.4")
� �� PWS-1419� 12 kg (26.4 lb)

PWS-1409� 9 kg (19.8 lb)

LCD �� 

PWS-1409 PWS-1419

�� ! 14"1 Active Matrix TFT 14"1 Active Matrix TFT
�� !" 1024 x 768 1024 x 768
�� 262 K 262 K
�� H��� 40º��� 40º H��� 50º��� 50º

V��� 15º��� 30º V��� 20º��� 35º

�� 130 cd/m2 220 cd/m2

�� !" 2.5 �� 2.5 �� 

�� !
� PWS-1419T 14.1" LCD��� !"#8ISA/1CPU��� !
� PWS-1419TP 14.1" LCD��� !"#4ISA /4PCI/1CPU��

�� 
� PWS-1409T 14.1" LCD��� !"#ABS �� !"8ISA/

1CPU��� !"
� PWS-1409TP 14.1" LCD��� !"#ABS �� !"4 ISA/

4 PCI/1 CPU��� !"

PWS-1409
PWS-1419 9 � 14.1" TFT LCD

�� !"#$%&

9 � 14.1" TFT LCD
�� !"#

                    
                                             
                          


